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GRAFFITI SOLVENT K190 
ONE STEP GRAFFITI REMOVAL 

 

 

MATERIAL & FUNCTION 

GRAFITTI SOLVENT K190 is a user friendly solution specially developed for graffiti removal 

from acrylics, vinyls, fabrics, for classroom chairs, seating on buses and trains as well as wood, 

concrete, bricks and some painted surfaces. GRAFITTI SOLVENT K190 is a blend of low 

aromatic hydrocarbon solvents with an alcohol and ethyl acetate base, designed to remove 

graffiti caused by permanent marker felt tip pens. GRAFITTI SOLVENT K190 also contains a 

natural oil based surfactant which enables the surface to be easily washed with water after 

removal of graffiti, thereby ensuring quick turn around times for buses, trains and office 

environments. 

 

APPLICATION 

The method of application depends on the type of surface and the size and nature of the graffiti. 

Generally, apply GRAFITTI SOLVENT K190 to the graffiti with a small scrubbing brush and 

agitate gently to facilitate removal of graffiti. Wash area with a 1-10 solution of HI KLEN and 

water. Several applications of GRAFITTI SOLVENT K190 may be necessary, depending on the 

graffiti. With fabrics, it may be advantageous to touch dry the area after removal. McGuire 

representatives are available to provide further technical assistance during removal process. 

 

NOTE: We recommend regular removal processes be undertaken rather than allow graffiti to 

build up as the removal process will then be harder and more costly in labour and materials. 

 

SAFETY 

Ensure adequate ventilation during use. Wear TYPE A full-face organic vapour respirator in 

confined areas. Avoid contact with skin and eyes; wear viton or PVA gloves and solvent 

resistant overalls during use. Refer to the MSDS for further information. 

 

GENERAL DATA 

Dangerous Goods Class:  UN 1992 Class 3 Hazchem 3[Y]E PG II 

Compound type:   Suspended Solvent Blends 

Boiling Point                          77C 

Specific Gravity                     93 x 0.02 kg/L at 20C 

Flammability Limits (%)        LEL 0.9; UEL = 7.0 

 

PACKAGING 

20 Litre containers. 

 

IMPORTANT NOTICE TO CUSTOMER 

http://www.docufreezer.com/?df-dlabel
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Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to 

replace any quantity of product which is proven defective. They cannot assume any risk or liability in excess of the 

purchase price of the product itself, which does not include labour or any consequential damages resulting from the 

use of this product. Determining the suitability of this product for any intended use shall be solely the responsibility 

of the user. ALWAYS TEST FIRST.   
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