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SD6 

IRON STAIN REMOVER 

MATERIAL & FUNCTION 

SD6 is a clear liquid with a sulfurous odour. It is a powerful reducing agent and 

sequestrant.  

SD6 will rapidly convert yellow-brown insoluble iron stains to a pale green water-

soluble solution. It will also convert other metal oxide stains such as manganese to 

soluble forms.  Residual stains from blood can also be removed. 

Unlike oxalic acid, SD6 is an alkaline solution so it is far less damaging to metal and 

limestone surfaces. Also SD6 is a safe alternative to oxalic acid. 

SD6 will lose its strength when exposed to air. Keep the container closed when not in 

use. 

APPLICATIONS 

Iron stains on limestone walls 

Iron deposits in water reticulation systems 

Rust 

Blood stains 

DIRECTION FOR USE 

1. Iron stains on limestone.  Apply neat or diluted with water, depending on the 

severity of the stain. Wash off immediately with tap water.  

If the surface is not washed off immediately, then air will re-convert the solubilized 

iron back to the insoluble form and the stain will return. 

2. Iron deposits in reticulation lines. Apply a 0.5 to 2 % solution to the reticulation 

piping. Flush through with water. Diluted SD6 is not considered harmful to vegetation 
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but it is advised to test first on a small patch. 

3. Blood Stains in Abattoirs. Use neat. Leave on surface for a minute or two, then 

scrub with scouring pad or brush. Rinse off as soon as possible. To improve the 

wetting of the surface, apply a weak solution of a mild detergent (e.g. S21MPC) 

before application of the SD6. 

CAUTION 

SD6 is not a Scheduled Poison according to SUSDP guidelines, nor is it classified as 

Hazardous according to Worksafe, and nor is it a Dangerous Good according to the ADG 

Code. However in the interests of good hygiene, you should avoid contact with skin and eyes 

and avoid  breathing vapour or spray mist. Consult the msds for more information. 

PACKAGING 

1 Litre, 5 Litre, 15 Litre & 200 Litre containers 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to 

replace any quantity of product which is proven defective. They cannot assume any risk or liability in excess of the 

purchase price of the product itself, which does not include labour or any consequential damages resulting from the use 

of this product. Determining the suitability of this product for any intended use shall be solely the responsibility of the 

user.  ALWAYS TEST FIRST. F:\TECHBULL\BLANK.DOC.  
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