
 

TECHNICAL BULLETIN 

            
19 Motivation Dve Wangara, WA, 6065 AUSTRALIA 

T +61 8 9302 4000 | FREE 1800 999 196 | F +61 8 9302 5000 

 

 

 

TPA 100 
MATERIAL & FUNCTION 

TPA 100 is a concentrated liquid detergent specifically formulated for the cleaning of 
vehicles and equipment where aluminium and other non-ferrous may be encountered.  The 
product consists of a specialty blend of surfactants which forms a foaming solution capable of 
removing built on grease, road grime and dirt. Chelating properties are also built into the 
detergent system to cope with hard water or iron contamination. 

TPA 100 does not contain any Caustic Soda or Caustic Potash that will harm aluminium. 

APPLICATION 

TPA 100 is suitable for use via spray or hand application.  For general-purpose use apply 
TPA 100 at a rate of 2 to 50 mls per litre of water, depending on degree of soiling. Some 
applications may require stronger concentrations. Best results will be obtained by using TPA 
100 in hot water, although cold solutions may also be used. After application of the product, 
agitate the surface with a broom, mop or scouring pad and then rinse with fresh potable water. 
Care should be taken not to use aggressive scourers that may damage paintwork or scratch 
metal. 

PACKAGING 

5, 15  & 200 Litre containers. 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only 

obligation shall be to replace any quantity of product that is proven defective. They cannot 

assume any risk or liability in excess of the purchase price of the product itself, which does 

not include labour or any consequential damages resulting from the use of this product. 

Determining the suitability of this product for any intended use shall be solely the 

responsibility of the user. ALWAYS TEST FIRST.  
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