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TP BASECOAT 

MATERIAL & FUNCTION 

TP BASECOAT is a water based sealer which has been specially formulated for use as a primer 

coat for TP TOPCOAT on paver surfaces. When applied TP BASECOAT will ensure that the 

original colour of the paver is retained after the top coat is applied. 

 The binder system for this sealer has been carefully selected to protect from spillages of 

common household items. The product has been successfully tested for resistance to such things 

as: margarine, vegetable oil, hot butter, hot coffee, red wine, dishwashing liquid and many 

others. 

The sealer dries to a fashionable semi gloss finish, similar in appearance to a buffed wax finish. 

At least 2 thin coats of the sealer are required for most slate or stone surfaces.  

APPLICATION 

Apply TP BASECOAT using a clean lambswool applicator or soft broom. Dip applicator into 

container, do not squeeze out, and using a scrubbing motion spread the sealer evenly over 1 - 2 

tiles ensuring saturation of stone and grout. Gently wipe the surface with a light dragging motion 

to remove excess sealer and bubbles from surface of tile & grout. Higher density tiles will not 

absorb as much sealer and will result in less sealer being used per coat. Always apply 2 THIN 

coats ensuring product does not pool. Allow one hour between coats or longer if product is 

still damp.  

Coverage will be around 8-10 square metres per coat. (4-5 square metres for a finished job). 

Allow the product to cure properly overnight (or 8 hours) before applying TP TOPCOAT 

. DO NOT USE A ROLLER, as this creates a pinhole effect throughout the sealed surface. 

Wash equipment with cold water after use. 

Drying time - The product touch dries in 1 hour and can be recoated after 4 - 6 hours. It should 

be allowed to dry for at least a further 72 hours before being subjected to heavy traffic. The 

surface may be subjected to light traffic after 12 hours. 

CAUTION 

Do not apply TP BASECOAT if the temperature of slate or stone surface is below 10oC or if 

the relative humidity is above 85%. Do not apply TP BASECOAT to a damp or wet surface. 

PACKAGING 
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1 Litre & 5 Litre containers 

 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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