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UNI 601 

MATERIAL & FUNCTION 

UNI 601 is an emulsion based on a silicone and organic wax that is used as a self-priming, 
sacrificial layer system for protection against graffiti. UNI 601 contains a select mixture of 
silicone compounds and wax. The low molecular weight silicone ingredients penetrate into 
the building materials to form a water-repellent zone, thereby improving its weathering 
resistance and breathability. 

 

APPEARANCE 

Milky Liquid 

APPLICATION 

Preparation: New concrete should be allowed to cure for 6-8 weeks before treatment. Dirty 

or moss covered surfaces need to be cleaned first to ensure the effective penetration is 

achieved. Steam cleaning is recommended. Cracks in the concrete wider than 0.3mm 

should be filled and water logged structures must be allowed to dry out. UNI 601 is 

supplied ready for use and does not require dilution. 

Application and Coverage: At least two coats, wet on wet, should be applied. The required 

quantity of UNI 601 depends on the absorbency and the surface of the substrate (2-5 meters 

per litre can be expected). The more absorbent and rougher the surface, the more product 

needed in order to ensure that any subsequent graffiti can be completely removed.  

Cleaning of Equipment: UNI 601 should be removed from application equipment 

immediately after use with clean water.  

Precautions: UNI 601 should not become contaminated with other solutions or substances. 

Do not apply during strong winds. During application the surface temperature range should 

be between 10C and 25C.  

Graffiti Removal: Use hot water or steam cleaning, preferably with high-pressure 

equipment (e.g. 90C, 2bar). After cleaning, renew the graffiti protection with more UNI 

601. 

SAFETY DIRECTIONS 

Protective clothing, chemical resistant gloves and eye goggles must be worn during 
application. Contact with skin and eyes should be avoided.  
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FIRST AID 

 

In the event of contact with skin or eyes, rinse immediately with clean water and seek 
medical advice where necessary. Do not breathe the vapour or spray, as vapours are 
harmful. In poor ventilation use an organic chemical filter mask or other suitable protection. 

 

PACKAGING 

20L Cube.  

Both undiluted and diluted UNI 601 have a shelf life of at least 9 months at temperatures between OC and 

30C. Protect the containers against light. 

 

IMPORTANT NOTICE TO CUSTOMER 

 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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