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GT/ SL
SLIP CONTROL AGENT

GT/SL
LUBRICANT

GT/ SL is a non-hazardous slip control agent contaming selected
silicone-based ingredients.

DIRECTIONS FOR USE: Make up 0.25 - 0.50 % solution i potable
water and apply to the TetraPak Line.

SAFETY DIRECTIONS: May irritate skin and eyes.
824/25 Avoid contact with skin and eyes.
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GT/ SL SLIP CONTROL AGENT is a food grade silicone based formulation for use as a
conveyor lubricant for the TetraPak line. It provides optimum slip and tackiness for processing
packs.

APPLICATION
Apply as a 0.25 to 0.5 % solution in tap water.

GENERAL DATA

This contains a food grade silicone and is not considered hazardous. However the concentrated
product may irritate skin and eyes.

PRECAUTION:

Avoid contact with skin and eyes and avoid breathing vapour or spray mist.

PACKAGING
15, 200, 1000 Litre containers

IMPORTANT NOTICE TO CUSTOMER

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation
shall be to replace any quantity of product, which is proven defective. They cannot assume any risk or
liability in excess of the purchase price of the product itself, which does not include labour or any
consequential damages resulting from the use of this product. Determining the suitability of this product
for any intended use shall be solely the responsibility of the user. ALWAYS TEST FIRST.
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