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GLIDE 
CONVEYOR LUBRICANT & SANITIZER 

 

 
 
MATERIAL & FUNCTION 
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GLIDE is a highly concentrated lubricant with Amine sanitizers for use on chain and 
slat conveyor lines in the food and beverage industry. 
 
The complex organic base of GLIDE will give a superior slip on conveyors without 
producing foam or soap scum. The result is more efficient conveyor operation without 
down time associated with spray nozzle blockages. Glide also cleans the conveyor 
while providing the “slip” action required for continual operation. 
 
Wet lubrication of conveyors is an efficient means of operation, however, a 
constantly wet area can provide a suitable environment for hosting a range of 
bacteria. To overcome the problems associated with bacterial growth, GLIDE has 
been formulated with an Amine based sanitizer that provides immediate and residual 
control. 
 
GLIDE is suitable for use in all types of packaging conveyors. 
 
APPLICATION 
 
GLIDE should be diluted at a rate of 1:300 to 1:600, depending on the degree of 
lubricity required as well as the type of conveyor and type of packaging in use.  
Best results will be obtained by applying GLIDE via an automatic dosing system that 
is directly linked to the water delivery line and controlled by feedback related to flow 
rate. 
 
PACKAGING 
 
15 & 200 litre Drums   
 
IMPORTANT NOTICE TO CUSTOMER 
 
Since the use of this product is beyond the control of either seller or manufacturer, 
their only obligation shall be to replace any quantity of product that is proven 
defective. They cannot assume any risk or liability in excess of the purchase price of 
the product itself, which does not include labour or any consequential damages 
resulting from the use of this product. Determining the suitability of this product for 
any intended use shall be solely the responsibility of the user.  
ALWAYS TEST FIRST.  
 
 
 


