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POWER CLEAN 

MATERIAL & FUNCTION 
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POWER CLEAN is a high alkalinity powder for use in the ‘Break’ wash cycle in 

industrial and commercial laundries. 

The sequestrant in POWER CLEAN reduces potential iron staining 

APPLICATION 

POWER CLEAN is a break detergent for use via automatic dosing or manual 

addition to washing machines in On Premises Laundries. POWER CLEAN should be 

dosed at 3.5 g of product per Kg of laundry. 

General CIP CLEANING in Vats used for foodstuffs:  

Thoroughly rinse plant with clean, cold water. Remove any flow restrictors, adjust circuit 

for circulation and circulate a 1.0-2.0% solution of POWER CLEAN at 72-82ºC for 

30-45 minutes. Allow the detergent solution to cool before final rinsing with clean, cold 

water. 

PHYSICAL PROPERTIES 

Off white powder. Solutions of this powder are caustic. pH of 1.0% solution is 

approximately 13. Freely soluble in water. Active alkalinity 63 % w/w as NaOH 

(Typical). 

TEST METHOD 

Pipette 10 mL solution into a conical flask. Dilute with distilled water (fivefold) and add a 

few drops of phenolpthalein indicator.  Titrate with N/10 acid to the end point. 

POWER CLEAN = Titre (mL) x 0.078 

STORAGE 

Store tightly closed in a cool dry place. 
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SAFETY AND HANDLING 

Refer to Material Safety Data Sheets for full information, some of which includes: 

1.  Corrosive - can cause severe burns. 

2.  Avoid breathing any dust. 

3.  Wear suitable protective clothing, gloves and eye/face protection. 

4.  In case of contact with eyes or skin, rinse immediately with plenty of clean water. 

5. Where contact occurs with eyes, always seek medical advice immediately after       

     rinsing with clean water. 

6   Remove immediately any contaminated clothing and launder before re-use. 

7.  Do not use on zinc or aluminium surfaces. 

8.  Keep container tightly closed. 

PACKAGING 

10 kg 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  

 


