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ADVANTAGE CIP 
NON-CAUSTIC BEER TANK CLEANER 

 
 
 
MATERIAL & FUNCTION 
 
ADVANTAGE CIP is a concentrated non foaming, non-caustic liquid cleaner formulated 
for the cleaning of beer tanks. It does not contain detergents but may foam because of 
protein residues in the tank. 
 
ADVANTAGE CIP is a clear alkaline liquid with excellent cleaning properties and 
designed specifically to deal with fats and proteins and other food soils.  
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ADVANTAGE CIP does not contain any surfactants or chlorine, and is safe to use on 
metal, plastic, or glass tanks. It can also be used in the Dairy industry for the cleaning of 
cold milk surfaces. 
 
  
APPEARANCE 
 
ADVANTAGE CIP is a clear alkaline liquid with slight odour. 
 
APPLICATION 
 
ADVANTAGE CIP is recommended to be diluted at 1 to 3 % by volume.  
(1L to 3L per 100L) 
 
DIRECTIONS FOR USE 
 
Use at 1.0 to 3.0 % v/v in cold or warm water (about 50 degrees C). 
Re-circulate for ½ hour, drain and rinse with potable water. 
. 
TYPICAL PROPERTIES 
 
Appearance: clear, colourless and odourless liquid 
pH: 11.8 neat liquid 
Specific Gravity: 1.27 
Conductivity (neat): 216 
Conductivity curves at various concentrations: 
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CAUTION 
 
ADVANTAGE CIP is not caustic but is mildly alkaline, so avoid contact with the skin 
and eyes. Rubber gloves should be worn to avoid irritation. Refer to safety data sheet 
for further information. 
 
FIRST AID 
 
If poisoning occurs contact a doctor or the Poisons information centre. If swallowed do 
not induce vomiting. Give a glass of water. If skin contact occurs remove contaminated 
clothing and wash skin thoroughly. 
 
PACKAGING 
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5 and 15 Litre containers. 
 
 
IMPORTANT NOTICE TO CUSTOMER 
 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 
shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 
consequential damages resulting from the use of this product. Determining the suitability of this product for 

any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
 

 

 


