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CIRCUIT K

CIRCUIT K CIP Alkaline Cleaner

Contains 570 gL POTASSIUM HYDROXIDE DIRECTIONS FOR USE- Useat 0.5
DANGER to 0.1 % causticity as KOH. Dilution rate
Harm ful if swallowed. is 8-16 mL/ L_ Rinse product contacting
Causes severe skin burns and surfaces with potable water after use.

eye damage.

Do not breathe mists. Wash skin thoroughly

after handling. Wear protective gloves/ protective
clothing/ eve protection/face protection.

IF SWALLOWED: Rinse mouth. Do NOT induce
vomiting. IF ON SEIN (or hair): Remove/ Take off
immediately all contaminated clothing. Rinse skin with
water/shower. [F INHALED: Remove victim to fresh
air and keep at rest in a position comfbrtable for o

breathing IF IN EYES: Rinse cautiously with CORROSIVE
water for several minutes. Remove contact lenses, B

if present and easy to do. Continue rinsing. Immediately
call a POISON CENTER or doctor/phvsician. Wash
contaminated clothing before reuse. Dispose of contents/
container in accordance with national Regulations

SPILLS:Dam spill. Transfer into drums for disposal. 1y 1719 CA'[:STIE ALKALI LIQUID
Neutralise residues with dilute acid. Additional N.U.S. [PUTASSII:}I HYDROX[[}E}’

information is listed in the Safety Data Sheet. ; ; |
IN AN EMERGENCY DIAL 000 CLASS 8 HAZCHEM2R PG II

POLICE OR FIRE BRIGADF CONTENTS 727227 L

BATCHNO. 27777227 ENVIRONEX INTERNATIONAL
ITIINIATNNNE T:+6189302 4000 E : sales@environex.net.au
7727777777 F:+61 89302 5000 W: www.environex.net.au
FREE 1800 999 106 19 Motivation Drive, Wangara, WA 6065

MATERIAL & FUNCTION

CIRCUIT K is a heavy duty alkaline detergent designed for use in automatic CIP cleaning
systems, for cleaning of equipment such as: Pasteurisers, Concentrators, Cheese Making
Machines, Milk Holding Vats and Road Tankers.
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CIRCUIT K contains a low foaming liquid based on Potassium Hydroxide and sequestrants to
produce a rapid cleaning action.
CIRCUIT K DOES NOT CONTAIN CHLORINE.

APPLICATION

CIRCUIT K is recommended to be used between 0.5 to 1.0%, depending on the degree of
contamination, and at 65°C to 70°C with a circulation time between 10 to 30 minutes.
Equipment should be rinsed thoroughly.

CAUSTICITY CHART PER 100 LITRES OF WATER
CAUSTICITY % KOH wiv 0.5% 1% 15% 2% 2.5%
KGS OF CIRCUIT K 15 29 44 59 73
LTRS OF CIRCUIT K 0.75 22 33 44 55
CAUTION

CIRCUIT K is highly caustic and should be handled with care. Avoid contact with the skin, eyes and
clothing. Wear goggles and gloves when handling the concentrate product.

FIRST AID

If splashed - remove contaminated clothing and wash thoroughly. If swallowed - contact a doctor or The
Poisons Information Centre immediately. Ph 13 1126. Do NOT induce vomiting - give milk or water.

PACKAGING
15 Litre, 200 Litre containers & 1000 Litre bulki

IMPORTANT NOTICE TO CUSTOMER

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to
replace any quantity of product, which is proven defective. They cannot assume any risk or liability in excess of the
purchase price of the product itself, which does not include labour or any consequential damages resulting from the
use of this product. Determining the suitability of this product for any intended use shall be solely the responsibility of
the user. ALWAYS TEST FIRST.



