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RAPID CLEAN
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SOLVENT ENHANCED HARD SURFACE CLEANER

MATERIAL & FUNCTION

RAPID CLEAN is a solvent-enhanced, heavy-duty alkaline liquid detergent..

RAPID CLEAN is designed to remove grease, fat, protein, dirt, oil, etc., from a variety of
surfaces.

RAPID CLEAN contains anionic and nonionic surfactants, solvent, inorganic water conditioning
compounds and soil anti-redeposition agents.

RAPID CLEAN is suitable for use in food and meat export establishments.

APPEARANCE
Clear pink coloured thin liquid.

APPLICATION
RAPID CLEAN can be sprayed, mopped or wiped onto the surface to be treated.
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Use rate varies from 3 - 50 ml. per litre of water (hot for best results); dependent on surface and
soil.
Typical application rate is 2% for 10 minutes on a surface then scrub and rinse off

PACKAGING
5L, 15L, 200 L and 1000L containers.
IMPORTANT NOTICE TO CUSTOMER

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to replace any quantity
of product which is proven defective. They cannot assume any risk or liability in excess of the purchase price of the product itself,
which does not include labour or any consequential damages resulting from the use of this product. Determining the suitability of this
product for any intended use shall be solely the responsibility of the user. ALWAYS TEST FIRST



