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QUICKBREAK 

Solvent Based Grease and Oil Remover 

MATERIAL & FUNCTION 
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QUICKBREAK is a high activity solvent based degreaser and detergent for use in cleaning -  

• Grease and oil from metal and masonry surfaces 

• A cleaner for removing road grime, soiling and “road kill” from cars and trucks 

• All types of surfaces to remove general dirt and soiling in domestic and industrial 
situations 
QUICKBREAK is a non-flammable product and is not classified as a Dangerous Good for 
transport. QUICKBREAK contains a proprietary blend of low foaming detergents and solvent 
which combine to efficiently clean grease and grime but will allow the rinsings to separate 
cleanly on standing into an oil layer and a water layer. The oil layer may then be run off for 
separate waste treatment.  
 
APPLICATION 

QUICKBREAK can be used in hot or cold water and works in hard water conditions.  

The following are the manufacturers recommended use rates, these may vary depending on 

the customer requirements. 

High Pressure Cleaning:  QUICKBREAK can be used neat or can be diluted 1:4 in water in 

the tank in venturi type systems and feed adjusted to give a final concentration of between 

1:20 and 1:50 depending on the amount of soiling in the substrate.  Allow 30 seconds contact 

before rinsing with potable water. 

Foaming Units:  Dilute product at 1:4 in the tank of venturi type foamers and adjust flow to 

give between a 1:10 and 1:50 final dilution.  Apply the foam and allow to sit for 30 seconds to 

2 minutes and then clean off with water.  Heavy deposits may require agitation with a brush 

before or during rinsing. 

Manual Cleaning:  Depending on the surfaces to be cleaned and the soiling to be removed 

the use rate of QUICKBREAK may vary.  Our suggested use rates for some manual 

cleaning operations are as follows:- 

Cement/Masonry 1:2 to 1:10 depending on soil type and level. 
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Cars/Trucks  1:20 to 1:50 depending on the type of soiling. 

Engines/Metal Surfaces - Use between 1:10 and 1:50 depending on levels of soiling and 

grease. 

Most manual applications perform better with the use of warm to hot water (45 to 60 oC) and 

a 1 to 2 minute contact time before rinsing off with water. 

IMPORTANT NOTICE: QUICKBREAK contains water-soluble solvents which may adversely 

affect some painted surfaces dependant on contact time and concentration.  Please test for 

suitability before use. 

PACKAGING 

15, 200 Litre containers. 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST  

 


