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ENHANCER PLUS 
SEALS, ENHANCES & BEAUTIFIES STONE & PAVING 

 

 
 

MATERIAL & FUNCTION 
ENHANCER PLUS is a solvent based semi penetrating sealer designed to darken and highlight the 
colour in dull or lifeless stone, particularly limestone. The more coats applied, the more shine is obtained. 
ENHANCER PLUS protects against soiling and staining.. ENHANCER PLUS is suitable for internal, 
external, domestic and commercial surfaces and will provide protection from most common household 
spills. It will also provide a seal against water in wet or damp applications, and it resists the emergence of 
efflorescence. Always clean up spills immediately. 

 
USES 
ENHANCER PLUS finds its main use in sealing of stone, particularly limestone. ENHANCER PLUS can 
be used internally or externally and has the benefit of not being subject to yellowing. 
 
Always wear  Personal Protective Equipment (PPE) – A minimum requirement of Safety                      
Glasses, Gloves & Boots. Damage to clothing may occur. 
Do not seal under 10 degrees or over 30 degrees. 

 
APPLICATION 
Apply a minimum of 2 thin coats to a clean and dry surface with a LAMBSWOOL APPLICATOR or 
VITON SEAL SPRAYER. All paint, oil, grease, efflorescence and any other foreign matter must be 
removed.  
DO NOT USE A ROLLER AS THIS CREATES BUBBLES AND WEAKNESSES IN THE FILM. 
Full curing takes up to 48 hours depending on ambient weather conditions treated, however, generally a 
Coverage approx. 5 – 15 m2 per litre per coat. Clean brushes or applicators  in CYCLONE. Reseal every 
1 – 2 years. 
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CAUTION 
Avoid contact with skin and eyes and avoid breathing vapour or spray mist. 
Ensure NO SMOKING or NAKED FLAME during application of sealer and provide ADEQUATE 
VENTILATION. 

 

PACKAGING 
2 Litre, 10 Litre, 20 Litre & 200 Litre containers 

 
IMPORTANT NOTICE TO CUSTOMER 
Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to replace any quantity 
of product, which is proven defective. They cannot assume any risk or liability in excess of the purchase price of the product itself, 
which does not include labour or any consequential damages resulting from the use of this product. Determining the suitability of this 

product for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST. 
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