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PENETRATING PLUS  
POLISHED PORCELAIN, VITRIFIED & TESSELLATEDTILES, 

MARBLE, GRANITE, TERRACOTTA, SANDSTONE,  TRAVERTINE, 
CONCRETE AND CLAY PAVER SEALER 

 

 
 
GENERAL DESCRIPTION 
PENETRATING PLUS is an eco-friendly low VOC organic solvent-based penetrating 
sealer designed for use on porous materials such as terracotta, travertine and 
sandstone as well as granite, marble, clay and concrete pavers.  PENETRATING PLUS 
will prevent permanent staining from most common household spills and is suitable for 
internal, external, domestic and commercial surfaces and may be buffed if a higher 
gloss appearance is desired. 
 
APPLICATION 
Allow a minimum of 14 days from date of laying/grouting before application to ensure all 
moisture has left grout and substrate. Ensure all efflorescence (whitish salts on surface) 
has ceased to appear (remove residual salts with ANTI EFF, as per label instructions). 
Apply a minimum of 2 thin coats to a clean dry surface with a ENVIRONEX 
LAMBSWOOL APPLICATOR or VITON SEAL SPRAYER taking particular care to 
avoid streaking depending on porosity. 
 
COVERAGE: Aprox 5 – 15 m2 per Llitre per coat pending on porosity.  
Always clean up spills immediately. 
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To assist in removal of grout after grouting, the tiles may be presealed prior to laying, 
using PENETRATING PLUS or ENVIROSEAL PLUS. PENETRATING PLUS may 
also be applied through VITON SEAL SPRAYERS. Always provide adequate 
ventilation to the work area. Avoid heavy traffic for 24 hours after final coat.  
Areas sealed previously with PENETRATING PLUS may be resealed without stripping. 
Simply re-apply to a clean, dry floor. Life expectancy of this sealer is 1-2 years 
dependent on traffic. Heavy traffic areas should be resealed as necessary 
 
 
 
MAINTENANCE 

 ENVIROSHIELD recommend regular maintenance with REFRESH. 
 
SPECIAL NOTE. This product CAN NOT delaminate as it is a penetrating product and 
will not change the slip rating. Haziness or powdering on the surface after the use of this 
product will be the emergence of efflorescence which can be removed using 
ENVIRONEX ANTI-EFF. 
 
PACKAGING 
2 Litre, 10 Litre, 20 Litre & 200 Litre containers. 
 
IMPORTANT NOTICE TO CUSTOMER 
Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to replace any quantity 
of product which is proven defective. They cannot assume any risk or liability in excess of the purchase price of the product itself, 
which does not include labour or any consequential damages resulting from the use of this product. Determining the suitability of this 

product for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST 

 

 


